IEEE Conference Records — Abstracts

ICOPS 2008

The 35th IEEE International Conference on Plasma Science

June 15–19, 2008
Karlsruhe, Germany

Sponsored by:
Plasma Science and Applications Committee of
The IEEE Nuclear and Plasma Sciences Society
2008 NUCLEAR AND PLASMA SCIENCES SOCIETY

Administrative Committee

President                Jane M. Lehr
Vice President          Craig Woody
Secretary               Alberta M. Dawson Larsen
Treasurer               Edward J. Lampo
Most Recent Past President William W. Moses
Division IV Director    Edward Della Torre

Elected Administrative Committee Members

Terms Expiring 2008
Uwe Bratzler
Christopher Deeney
Ronald J. Jaszczak

Terms Expiring 2009
Daniel M. Fleetwood
Anthony L. Peratt
Robert E. Reinovsky
Stefan Ritt
Craig L. Woody

Terms Expiring 2010
Sandra G. Biedron
Eric Frey
James Shwank
Rick Van Berg

Terms Expiring 2011
David K. Abe
Janet L. Barth
Dillon H. McDaniel
Hutch Neilson

Elected Executive Committee Representatives

Terms Expiring 2008
Monica Blank
Mark Gilmore
Trevor Moeller
Andrew Ng
Steven Shannon
Robert Vidmar

Terms Expiring 2009
Paul Chu
Brendan Godfrey
Neville Luhmann, Jr.
Gregory Nusinovich
Joseph Schumer
Ryan Umstattd

Terms Expiring 2010
Rickey Faehl
Tim Grotjohn
Richard Hubbard
Don Shiffler
Mary Ann Sweeney
Paul Woskov

 Plasma Science and Applications Committee, Executive Committee

Chairman                Ronald M. Gilgenbach
Vice Chairman           John Luginsland
Secretary               Steven H. Gold
Past Chairman           Dan Jobe
Editor-in-Chief of TPS  Steven Gitomer
EFFECT OF CATHODE GEOMETRY ON MODES OF CURRENT TRANSFER TO CATHODES OF HIGH-PRESSURE ARC DISCHARGES

Mikhail S. Benilov, Mário D. Cunha, and Maria J. Faria
Departamento de Física, Universidade da Madeira, Largo do Município, 9000 Funchal, Portugal

The general pattern of stable steady-state modes of current transfer to thermionic cathodes of high-pressure arc discharges has been established previously1,2 for a cathode in the form of circular cylinder with a flat front surface. It comprises a diffuse mode that exists at all currents and a spot mode that exists at low currents. In this work we study a general pattern and stability of steady-state modes of current transfer to thermionic cathodes of complex geometries which are closer to ones of real devices. Axially symmetric tungsten cathodes of two shapes have been considered: rod cathodes with a hemispherical tip and with a spherical protrusion on top; rod cathodes with variable curvature of the front surface. No 3D steady-state modes of current transfer have been found. For a cathode with a protrusion on its top, there are two separate axially symmetric modes. One of the modes (mode a) exists only at low currents and comprises two branches separated by a turning point. The stable branch of this mode is diffuse and there seems to be something that can be identified as a poorly pronounced spot on the unstable branch. The other mode (b) exists at all currents, is S-shaped, and manifests a smooth transition from a thermal regime characteristic of the spot mode (at low currents) to a thermal regime characteristic of the diffuse mode (at high currents).

There is a certain current range in which the mode b is spot-like while the mode a does not exist. In other words, there is a current range in which only a spot mode exists. As the cathode radius decreases (at a constant height of the cathode and a constant radius of the protrusion), this pattern is gradually transformed into the above-described one typical for a cylindrical cathode with a flat surface. In the case of a cathode with variable curvature of its front surface, only mode b was found in the whole current range investigated, from very low to very high currents. Thus, variations of geometry of a thermionic arc cathode may dramatically change the pattern of steady-state modes of current transfer. In particular, the diffuse mode at low currents may disappear. This effect may play a role in operation of cathodes of arc devices.


* Work performed within activities of the project PPCDT/FIS/60526/2004 of FCT and FEDER and of the project CCM of FCT, POCTI-219 and FEDER. M. J. Faria was supported by FCT through grant SFRH/BD/35883/2007.

FORMATION OF CaPO₄ AND SUPPRESSION OF Ni LEACHING IN NITINOL USING OXYGEN AND SODIUM PLASMA IMMERSION ION IMPLANTATION

K.W.K. Yeung¹, Y.L. Chan⁵, W.W. Lu², K.D.K. Luk², D. Chan³, S.L. Wu¹, X.M. Liu¹, C.L. Chu¹, C.Y. Chung¹, Paul K. Chu¹*, K.M.C. Cheung²

¹Department of Physics and Materials Science, City University of Hong Kong, Kowloon, Hong Kong, China
²Department of Orthopaedics and Traumatology, The University of Hong Kong, Pokfulam, Hong Kong, China
³Department of Mechanical Engineering, The University of Hong Kong, Pokfulam, Hong Kong, China
⁴Department of Biochemistry, The University of Hong Kong, Pokfulam, Hong Kong, China

Clinical applications of nitinol have been hampered by the high toxic nickel content. Our previous studies demonstrate that oxygen plasma immersion ion implantation (PIII) can mitigate nickel leaching and enhance the corrosion resistance. However, the oxygen-implanted layer does not bond well to bones in vivo, thereby leading to potential mechanical failure at the bone-implant interface. Sodium and titanium PIII may enhance the surface bioactivity of titanium and this study investigates the feasibility of apatite formation and enhancement of corrosion resistance of nitinol using combined Na and O PIII. Nitinol discs are implanted with oxygen plasma at 40 kV and 100Hz for 2 hours and some samples are subsequently treated by sodium plasma at 15 kV at 200 Hz for 3 hours. The elemental depth profiles and chemical composition are determined by X-ray photoelectron spectroscopy, and the bioactivity and cytotoxicity are assessed by immersion tests in simulated body fluids and cell cultures respectively. The SEM and EDS spectra indicate that the Na&O-PIII and Na-PIII samples are capable of attracting Ca and P rich deposits onto their surface after SBF immersion. The corrosion potential increases from 300 mV on the untreated nitinol to 850 mV on the Na&O-PIII sample and so the corrosion resistance is significantly improved. The quantitative results of the cell attachment tests indicate the cells seeded onto both surface modified nitinol spread more compared to the untreated nitinol. The amount of calcium phosphate deposited on the surface of the Na-PIII sample is lower than that on the Na&O-PIII sample and the reason appears to be directly correlated to the amount of sodium implanted to the surface. In our experiments, energetic Na ions are implanted, thereby changing the chemical composition and surface morphology of the nitinol substrate. The number of osteoblasts attached on the Na&O-PIII sample is significantly higher than that on the untreated one. Both plasma implanted nitinol samples show better osteoblast adhesion, suggesting that Na plasma ion implantation contributes to the enhanced biological performance.

* Financial support from the Hong Kong RGC CAV # CityU 1/04C, HK ITF #GHP 019/05, and CityU ARG # 9667002 is acknowledged.